
Premium LED C CTV Monitor

EPMON23LED Monitors

SPECIAL FEATURES

1920 x 1080 Full HD  Resolution
16:9 Ideal for IP Surveillance display
3D comb filter high quality motion adaptive
3D De-interlace ; 3D Decorder ; 3D Noise reduction
Auto Power Recovery
10000 : 1 Contrast Ratio, 300 cd/m 2
Built-in Speaker
User friendly OSD interface
Looping Function
PIP / PBP Multi Display Function

EPMON23LED           LCD w/ LED  BLU (backlight unit) high brightness displays 
are a truly professional experience in next generation technology using 
eco-friendly material (no mercury or halogen). This technology exceeds the 
NTSC color gamut standard of 100% with the LED BLU at 123% to provide a 
wider range of colours than ever before - you will see colors on screen as 
you see them in real world.

DESCRIPTION

Specificatons

Model

Composite Output

Composite Input

Single Connector

Speaker

Display Mode

AC power

Temperature

Power Consumption

OSD Control

OSD Languages

Auto Adjustment

De-interlace

Wall mount

Accessories

Safety

Humidity

Monitor scan

Pixel pitch

Pixel format

Response time

Color depth

Dimension
(W x H x D mm)

Dimension
(W x H x D mm)

Photo frame  Type

Weight
(Photo frame Type)

EPMON23LED

501 x 307 x 43

550 x 350 x 45

5.4Kgs(12lbs)

0.2715 x 0.2715 mm

1920 x 1080

5ms

FCC, CE, ROHS

10％~90％

Microprocessor controlled

16.7 Million Colors

Viewing angle
Vertical -80°~80°

Horizontal -85°~85°

Adapter, Power code, Manual, VGA cable,Remote controller

Operation: 0°~40°C(32° ~104°F)  ,  Storage: -10°~60°C(14° ~140°F)

Picture Mode, Contrast, Brightness, Color, Tint, Sharpness,Color Temp, DNR

English, German, French, Italian, Spanish, Russian, Turkish,Polish, Dutch, Czech

Yes (Only for VGA mode)

Yes

Optional

40W Max. in “ON” Mode
Under 3W in Power Saving Mode (100 Vac)
Under 5W in Power Saving Mode (240 Vac)

(BNC) x 2

(BNC) x 2

(VGA) x 1, (RCA) x 2 (PC Audio) x 1, (HDMI) x 1

1.5W x 2

Video 1/ Video 2/ PC/ HDMI

AC 100~240V 50/60Hz

Dimension


